




MicroPDP-11 


Family of Systems 

















































MicroRDP-11/SV 


Typical Number of Users 


Part Number 


CPU 


one 


11C23-FH/FJ 


to 


four 


11E23-FH/FJ 


F-11 


FLOPPY-RX50 


MEMORY (min) 


MOUNT 


INCLUDED 


512KB 


PEDESTAL/TABLE TOP 


SERIAL LINE UNITS 


DISK 


OP SYS LICENSE 


MicroP_ : 


2 


2 

RD51 

RD52 

OPTIONAL 


two 


SX-RA50E-EX' 




INC. _ 




PEDESTA _" 


RD51 


INC_ 


j 


There are other MicroPDP-lt configurations available. These are a 
comparative purposes. 


"Packaged systems 























































































MicroPDP-11 


Family of Systems 


DP-11/23 


MicroPDP-11/73 


MicroPDP-11/RC 

: 

SIX 

four 

to 

twelve 


eight 

to 

twelve 

SX-RA520-EK/EN* 

SX-EA52E-EK/EN* 

SX-EA54E-EK/EN* 

11 H23-AA/AB 

11H73-AA/AB 

11 

J-11 

F-11 J-11 

JDED 

INCLUDED 


OPTIONAL 

OPTIONAL 

!KB 

512KB 

512KB 

TABLE TOP 

PEDESTAL/TABLE TOP 

CABINET (H9642) 


6 

9 


9 

2 


1 

RD52 

RD52 

TQK25 & RD52 

RC25 

|jDED 

INCLUDED 

OPTIONAL 


some of the more common ones, and were used for OPTIONS: 

RX50: DUAL 400KB DISKETTE 
RD51: 11MB FIXED DISK 
RD52: 33MS FIXED DISK 

RC25: 52IVIB 6" DISK—26M3 FIXED. 26MB REMOVABLE 
TQK25: STREAMING 60MB CARTRIDGE TAPE 



















































































































































































